
Initial BMP Inspection and Acceptance Process  
 

 

 In order to receive acceptance of your “Post BMP” structure there 

must be an inspection and approval by the Erosion Control Inspector or 

by the Stormwater Field Inspector as well as supplemental documenta-

tion. 

Inspection 

 

♦ Inspector in the Stormwater Department, he or she must be notified a 

day in advance before the process of conversion starts as well as 

phases in conversion as follows 

♦ All storm drains on site must be flushed to all of the temporary struc-

tures applicable .   

♦ The final grading of the pond must be complete. (Do not used exca-

vated spoil from temporary basin as fill or for shaping of slopes on 

any type of structure).  

♦ All risers/drainage devices are built, designed and set as detailed on 

the approved plan.  

♦ Fill media if applicable  to be placed in pond as per approved plan 

♦ Plantings must be placed to achieve success rate and as per approved 

plan 

♦ Stabilization of BMP must be complete and established 

♦ Maintenance Bond must be placed for seeding 

 

Supplemental Information 

 

♦ Reproducible as-built plans (including easements) 

♦ O&M Agreement to be recorded 

♦ Final Recorded Plat w/ easements 

♦ Engineers Calculations and Certification 

♦ Maintenance Security Bond 

♦ Stormwater Control and Access Easement Agreement to be recorded 


